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 Short description 

Wekat 902 is an essential component of WestWood® PMMA products. It is 

used to initiate and adjust the curing reaction. The speed of the reaction is 

adjusted to the ambient conditions by modifying the amount of catalyst 

added. Wekat 902 is designed exclusively for application with 98:2 sprayers. 

 
 

Material White suspension – liquid peroxide mix  

 

Characteristics and benefits 

 

- Very good solubility 

- Highly effective 

  

 

Areas of application 

 

Wekat 902 is mixed with WestWood® PMMA products to enable curing.  

The product both initiates and controls the speed of curing.  

The reaction rate can be influenced by adjusting the amount added; this 

enables adaption to the ambient temperatures conditions.  

 

Packaging 
 

 
 

  1.00 l in a plastic bottle 

  4.00 l in plastic canister 

 
 

 

 

Standard colour 

 

 

 

Wekat 902 is a white suspension  

 

Storage The catalyst must be stored only in closed containers and dry areas, away 

from heat and ignition sources, and at temperatures below 25°C. In the 

original packaging and under these conditions it has a minimum shelf life of 

3 months from the date of delivery. Larger clumps may form in the 

suspension under the influence of heat; this will reduce the product’s 

efficiency. Avoid exposure to direct sunlight. 

 

  

Catalyst dosage The amount of catalyst required depends on the product used, the quantity 

of product and the temperature conditions. For further details about the 

recommended quantities of catalyst please refer to the product information 

sheets for WestWood® PMMA-based products. 

 

Technical specifications Density: 1.18 g/cm³ 
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Product application 
  

 

   

 

 

 

 

 

 

 

 

 

 

   
 

 

Application equipment / tools 
To mix the product: 

- Shake plastic container well to homogenise the contents 

Transfer to a smaller measuring cup (with ml markings) or weigh (in grams) 

 

 

Converting from Wekat 900 (powder) to Wekat 902 (liquid) 

Information regarding catalyst quantities in our technical documentation and 

on labels always refers to the powdered catalyst (Wekat 900). 

 

The conversion from powder to Wekat 902 liquid catalyst can be done two 

ways: 

Weight measurement: conversion factor 1:1.2 (in grams) 

Volumetric measurement: conversion factor 1:1 (in millilitres) 

 

Example: If the requirement for powdered Wekat 900 catalyst is 100 g, then 

the amount of liquid Wekat 902 required is 120 g or 100 ml. 

 

 

Wekat 900 

(powder) 
10 g 20 g 30 g 40 g 50 g 100 g 200 g 500 g 

Corresponds to:                 

Wekat 902 12 g 24 g 36 g 48 g 60 g 120 g 240 g 600 g 

or                 

Wekat 902 10 ml 20 ml 30 ml 40 ml 50 ml 100 ml 200 ml 500 ml 

 

 

Information on safety and risks Please refer to the safety data sheets for the products used. 

 

General information The preceding information, especially with regard to the application of the 

products, is based on extensive development work and many years of 

experience and is provided as the best of our knowledge.  

However, the wide variety of requirements and conditions on site mean it is 

necessary for the installer to test the product to verify its suitability for the 

intended purpose. Only the most recent version of this document is valid. We 

reserve the right to make changes to reflect advances in technology or 

improvements to our products. 
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